
16

Anchors, bowsprits and shock absorbers01
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Folding grapnel anchors

-  Hot galvanized cast steel version. Counterweight bar fitted to the shank to improve anchor 
balance (Norwegian SAV system).
- Mirror-polished AISI 316 stainless steel version, ideal for dinghies.

Ho t-ga lvi nized ca st ste el Mi rror-po lished AISI 316 
SS A mm B mm C mm

01.139.00 - 0.7 175 165 48

01.139.15 01.138.15 1.5 310 265 75

01.139.25 01.138.25 2.5 360 315 85

01.139.32 - 3.2 420 365 100

01.139.04 01.138.04 4 470 380 110

01.139.06 - 6 565 440 130

01.139.08 - 8 575 490 140

01.139.10 - 10 610 595 130

01.139.12 - 12 650 640 130

DANFORTH type galvanized anchor

Made of hot-galvanized steel. Very thick plate.

Code A mm B mm C mm

01.143.04 4 505 425 295

01.143.06 6 610 450 335

01.143.08 8 670 460 380

01.143.10 10 705 525 420

01.143.15 15 885 635 570

01.143.20 20 1001 670 585

01.143.30 30 1008 760 655

DANFORTH type AISI316 anchor

AISI 316 Mirror-polished AISI316 stainless steel anchors. Ideal for muddy and sandy 
seabeds.

Code A mm B mm C mm

01.146.07 7 630 485 340

01.146.09 9 670 500 400

01.146.12 12 760 540 420

01.146.15 15 900 570 430

01.146.20 22 990 665 515

01.146.28 28 1080 695 550

LEWMAR LFX anchor

Made from high-quality anodized aluminum, the LFX anchor offers exceptional corrosion 
resistance.

Code Re com men ded ch ain 
mm

Re com men ded 
for hu lls up to m

OP TION AL  stor age  
bag A mm B mm C 

mm

01.111.02 2 6 8 01.098.01 564 462 342

01.111.03 3.2 6-7 10 01.098.01 672 550 407

01.111.04 4.5 8 12 01.098.01 746 610 452

01.111.07 7 10 14 01.098.02 853 699 517

01.111.10 10 10 16 01.098.02 954 781 579
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